
 

 

 

 

Product code: 5244  Sector: Industrial Food Grade Issue No: 5 Issue Date: 28/10/24 
 

MILLFOOD STANDARD 2 
Food grade, NLGI 2 water resistant calcium thickened grease. 

  

Application 
Ideal for all plain and anti-friction bearings as well as sliding surfaces in the food, drink and 
pharmaceutical and packaging industries where food grade product is required, and there is 
frequent wash down of the plant. Apply by hand or using a standard grease cartridge. 

 
Features & Benefits 

 High resistance to water for increased intervals between reapplication. 

 Excellent corrosion protection, even in wet environments. 

 Anti-wear and extreme pressure additives extend equipment life. 

 All ingredients are FDA listed; MILLFOOD STANDARD 2 is NSF H1 registered 
(No.125897). 

 This product contains no genetically modified ingredients and does not contain any nut oil 
or derivatives. 

 
Typical Characteristics 

 

Appearance Off White Tacky grease 

Worked penetration (IP50) 265 – 295 

NLGI Classification 2 

Thickener Calcium 

Dropping point (IP132) °C 140 min 

Base oil Technical white oil 

Operating temperature range °C -20 to +110 

Copper corrosion (IP112) Negative 

Dynamic corrosion resistance (EMCOR) 
(IP220) 

00:00 

Four Ball Weld Load (IP239) kgs 315 

Scar diameter for 1 hr @ 40kg mm 0.56 

Aluminium corrosion (Mod.IP112) Negative 

Mild steel corrosion (Mod.IP112) Negative 

Water washout (ASTM D1264) @ 38°C 4% max 

 @ 79°C 8% max 

 
Technical & Health and Safety 
T: 01484 475060 
E: technical@millersoils.co.uk 
For H&S info or SDS, please visit our website www.millersoils.co.uk 
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